
Jet Mulch Inc. PO Box 1667 Capitola, CA 95010 1-866-306-8524 www.jetmulch.com  info@jetmulch.com  

Landscape Products 
Applied By Air… 

 

PRODUCT 
 

Dyed Wood Mulch –Black 
 

 Value: 

Used to reduce raindrop splash erosion. 

Reduces weeds while conserving soil moisture 

and improving the potential for vigorous long 

term vegetation.   

Improves water infiltration rate. 

Reduces storm water runoff volume and 

velocity. 

 

 

Recommended Uses: 

Typically applied on 2:1 slopes or flatter at a 

thickness of 2” – 3” deep. 

 

 

Best Practices: 

Easily applied by pneumatic blower truck on 

slopes or flat areas at a depth of 2”-3” (270-400 

cubic yards/acre). 

 

Dyed Wood Mulch can be applied around 

existing plants, directly on soil or over weed 

barrier fabric. 

 

 

 

 

 

 

 

 

 

 

 

Specifications: 

Dyed Wood Chip Mulch is manufactured from 

clean, recycled wood. Color-treated with 

mineral pigment, demonstrated color longevity 

of greater than 2 years. 

 

 

Particle Size: 1” – 3”, and not less than 3/8” in 

width and 1/16” in thickness. (85% by volume 

shall conform) 

 

  

  

Dyed  Wood Mulch 
 

Dyed Wood Mulch 

contains: 

 

Clean, recycled wood. 

 

We can apply Dyed Mulch 

to 2:1 slopes or flatter 

areas.  

 

A depth of 2” to 3”   is 

recommended. 

 

 

 


